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® Fastest cycle time available

® Made from 5/8” High Tensile Steel plate

® All major pivot points are machined &
greaseable for longer life.

® Standard quick attach coupler or pin on
couplers for skid steers, tractors, telehandlers,
backhoes, wheeled loaders & compact excavators

® Hydraulic Pressure required is 2400 PSI or
greater for best results

® \Weight - 560 Ibs.

® Single blade design allows for predictability
of falling trees. Trees almost always fall the
direction of the blade’s travel.

® Narrow shear gets into tight spaces

® Escape proof lower jaw serration allows for
100% of your machine’'s power to be applied to
the shear.

® Single 1” blade eliminates complicated
adjustments and sharpening.

® HT model rotates with the flick of a switch
from the safety of your equipment'’s cab.

® No complicated clamping systems
to struggle with.

THE TIMBERLINE TBL1000 TREE SHEAR MAKES IT EASY!

® \/egetation removed with little or no
disturbance to the ground,

® Reach over fences and other obstacles to cut
off branches

® Limitless applications in the timber/logging,
reclamation, residential development, farming
or any job requiring timber or brush removal

® Same day shipping - Nationwide

Manufactured Exclusively By
SIDNEY MANUFACTURING, INC.
2805 200TH ST. SIDNEY, IOWA 51652

—— CALL TOLL FREE —

(866) 567-9618

Patent Pending www.SidneyAttachments.com



